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The AJ -D410A is a high-performance digital 
camera/ recorder that delivers the high quality, 


versatility, reliability and productivity that users expect 
from a DVCPRO digital component product. Utilizing 


long-life metal particle tape, it is ideally suited for 


newsgathering, program production, event video and 


other professional and industrial applications. 


The VTR section provides a full 184 minutes of broadcast- 
quality recording on a DVCPRO L cassette. The camera 
section delivers superb images with excellent horizontal 
resolution, and invaluable features like 6 Scene Memories 
and 3-mode Auto Iris settings that assure easy, accurate 


shooting. 


The AJ -D410A also accommodates a slot-in wireless 


receiver. 
With all these features plus compact size and 


lightweight (11 Ibs. in full operating condition), the AJ - 
D410A gives you both outstanding performance and 


mobility. 


184 Minutes of Recording Time 
The AJ -D410A offers extended-play 
convenience, recording a full 184 minutes 
on asingle DVCPRO L cassette. Both picture 
and sound are broadcast quality with 
DVCPRO recording and superb 2-channel 
digital audio with 16-bit, 48-kHz sampling. 


800 Lines of 

Horizontal Resolution 

Equipped with 1/2-inch 410,000-pixel IT 
(Interline Transfer) CCDs, the 

AJ -D410A provides outstanding picture 
quality, with 800 lines of horizontal 
resolution, S/N ratio of 62 dB, and very low 
smear. 


Accepts a Wide Range of 
Standard 1/2" Lenses 

The industry-standard 1/2-inch bayonet 
mount readily accommodates the many 
lenses that are available on the market. For 
superior ease of use, the AJ -D410A features 
automatic white shading correction, which 
adjusts the camera to match the lens. 


High-Quality Digital Processing 
Digital circuitry enables a host of creative 
image-processing functions, including 
Black Stretch/ Press, Auto White Knee, 
Variable Gamma, Detail-optimized Skin 
Detail, and Color . 


Six User Scene Files 

This memory function enables rapid setup, 
by letting you store and instantly retrieve 
specific camera settings. Five common 
setup conditions are factory stored for 


order that Offers 


quick and easy use, and you can optimize 
these to meet your most encountered 
shooting situations. Additionally, one user 
set memory is available for common user 
application. These setting in combination 
with the Scene file memories allow for 
quick recall of your favorite settings. 


Auto Iris with Backlighting 
Mode and Spotlight Mode 

The 3-mode Auto Iris feature automatically 
adjusts the iris to match lighting 
conditions. Select from BACK L to 
compensation for backlight, STD for 
standard operation, and SPOT L to ignore 
all but the center for optimum exposures. 


Shock-less Gain and 
Shock-less AWB Selector 

You can choose one of three speeds 

(high/ mid/ low) to switch between the 
available gain settings (0/ +3/ +6/ +9/ 

+12/ +15/ +18/ +21/ +24/ +30/ +36 dB) and 
also between a wide range of freely 
allocated gain selector settings, Auto White 
Balance preset and user-set values (A/ B). 
The shock-less function ensures seamless 
switching, preventing any sudden changes 
in the image. This lets you quickly adapt to 
ambient lighting changes while recording. 


Quick Start, Quick Focus and 
Full Auto 

The AJ -D410A's easy shooting design helps 
to capture those shots that just won't wait 
for leisurely set-ups. For quick shooting, 
the AJ-D410A enters REC standby only 3 
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Camera Setting and Control 


Superb Picture Quality, Ease of Use, and High Mobility 


seconds after the power is turned on, 
enabling fast focusing by instantly 
opening the iris, controlling the 
incoming light so that critical focus 
may be accomplished at the 
shallowest depth of field with Quick 
Focus Support. It also includes a Full 
Auto mode that automatically sets 
the gain, white balance, and iris. 


Auto Tracking 

White Balance 

White balance is automatically 
adjusted, in real time, to match your 
subject's lighting. Even difficult 
scenes like following someone as 
they walk from indoors to outdoors 
are easy to shoot, and result in 
highly natural color. 


Accepts a Slot-In 

Wireless Receiver* 

For even greater mobility in news 
gathering applications, the 

AJ -D410A can be integrated with an 
optional wireless receiver. 


*Please use FCC regulation supported slot-in wireless 
receiver. 
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Auto and Manual 

Audio Recording Levels 
The recording level can be set to 
either Auto or Manual for channels 
1 and 2. The Auto setting adjusts the 
level automatically according to the 
input sound volume, and Manual lets 
you adjust the level as desired. 


Interval REC and 

Time Stamp 

The Interval REC function is ideal for 
time lapse recording in observation 
or surveillance, nature/ wildlife, 
scientific or industrial applications. 
Images can have a time 

stamp embedded into the 

video picture, which shows 

hours, minutes, seconds and 
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Front Switches 


Additional Features 

* 4-position (3200K, 5600K+ 
1/ 8ND, 5600K, 5600K+1/ 64ND) 
ND/ CC optical filter 

* Electronic shutter 
(1/100, 1/120, 1/250, 1/500, 
1/1000, 1/2000-sec) with synchro 
scan capability 
(1/60.3 to 1/ 250-sec.) 

* Built-in Gen-lock function 

* Built-in SMPTE time code 
generator/ reader and TC IN/ OUT 
terminals 
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frames along with the date, 
if needed. 


Light Weight, 

Low Power 
Consumption 

In ready-to-shoot condition 
-- with lens, 1.5" viewfinder, 
cassette and battery pack in 
place -- the AJ -D410A 
weighs only 11 Ibs. It offers 
low power consumption of 
20 W or less when recording. 
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AJ-MH700 
Microphone 
Holder 
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AJ-VF1O/VF15 


Tripod Adaptor 


Shoulder Strap 


SHAN-RC700 
Rain Cover 


Tripod U 


WV-VF65/AW-VF80 


5" EVF Adaptor 


AG-QVF200 
5" EVF Mouting Adaptor 
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Side Connectors 


Rear Connectors 


* One-touch camera status report 
function 

* One-touch Record review function 

* Emergency Tape Release 

* Extension control 
(AJ -EC3 option) 

+ Anton/ Bauer gold mount plate 
installed 

* Built-in SMPTE color bar generator 

* Color playback capability 

+ 48-V phantom power supply 


Slot-In Wireless Mic Receiver* 
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Anton/Bauer 
Battery Charger 


Anton/Bauer Anton/Bauer 
Gold Mount Plate —_ Batteries 


‘AU-M402H 
Battery Holder 


BP-90 Battery 
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AC Adaptor 
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Picture Monitor 


DC Cable (XLR/4-pin) 


BNC Cable 


AJ-EC3 
Extension Control Unit 
(Need to software Version up) 
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ECU Remote Cable IE 
(BNC/6-pin— 10-pin, 2m) 


OPTIONAL ACCESSORIES 


a YH16x7KRS 


T1 70 
Zz Anton/Bauer 
° a ) AJ-EC3 AC Adaptor/ 
AJ-VF15 1.5" High-Grade EVF YH19x6.7KRS Extension Battery Charger 
= a Canon Lens (x19) th 
nl 
Neel an DVCPRO L Cassette Tape 
Model No. Rec/PlayTime Length 
AJ-5P92LP 184 min. 377m 
ee AJ-P126LP 126min. 259m 
AJ-VF10 1.5" EVF AC Adaptor ; 
AJ-P94LP 94min. 194m 
S14x7.3BRM 4 AJ-P66LP 66 min. 137m 
AJ-P34LP 34min. = 72m 
$14x7.3BRM4 AJ}CQL12LP —Ceaning Tape 
Fujinon Lens (x14) AJ-MH700 AU-M402H 
S20x6.4BRM4 Microphone Holder Battery Holder 
AG-VF5 1.5"EVF Fujinon Lens (x20) 
SPECIFICATIONS 
GENERAL Viewfinder Signal Inputs 
Power Requirement: DC12V (11 Vto 17V) Viewfinder: Optional AJ-VF15, AJ-VF10 or AG-VF5 Genlock In: BNCx 1, 1.0 Vp-p 750 
Power Consumption: 20 W (without VF) Mic In: XLR x 1, balanced, 
Cherating Temperature: 5 ‘Cto 40 °C(41 Fto 104 ‘A VTR SECTION ~60/-50/-40 Bu selectable 
Storage Temperature: —20 ‘Cto 60 ‘C(4 Fto 140 A) corer PAO Audio In : er ade caren 10kQ 
7 rary rmat: 
Operating Humidity: “1010 0% 1/4" Digital compressed recording LINE —44/0/-6 Bist 
ae ee ee Recording Track: Digital Video/Audio (20+): Helical Track MIG -60/-50/-40 dBu selectable, 
*Varies — to the diy acean ” Te Hidlical Wretit (sub code ares} lead A las 
Que: 1 Track, CTL: 1 Track TC In: BNCx 1, 
CAMERA SECTION Tape Speed: 33.820 mm/s 0.5 to 8 Vp-p, high impedance 
Camera Tape: 1/4-inch Metal Particle Tape Signal Outputs 
Pick-up Device: Interline Transfer Recording Time: 184 min. with AJ-SP92LP Camera Out: BNC x 1, 1.0 Vp-p 750 
1/2" OOD Image sensor (x3) FF/REW Time: Around 3 min. using AJ-5P92LP Video Out: BNC x 1, 1.0 Vp-p 752 
Picture Bement: 410,000 pixels Video* S-Video Out: 4pinx 1, 
Digital Quantization: 10 bits A/D Sampling Frequency: __Y: 13.5 MHz Y: 1.0 Vp-p, C. 0.286 Vp-p, 750 
Digital Signal Processing: 14.3 MHz/28.6 MHz C(PEYPR): 3.375 MHz Audio Out: ROA x 2 (CHI/G2) 
—— - FTES : —€ dBu, low impedance, unbalanced 
Sensitivity: 2000 lux with F114 Quantization: 8 bits/sample Tan aes 
Minimum Illumination: — 0.5 lux (+36 dB gain, F1.4) Error Correction: Reed Solomon Product Code , 2.0 Vp-p, low impedance 
Shutter Speed: 1/100, 1/120 1/250, 1/500, 1/1000, oo Y: 30 Hz to 5.75MHz +1.0/-3 dB Others 
1/2000-sec al DCIn: XLRx1 
Syne Scan: 1/60.3 to 1/250.0-sec. (variable) Sampling Frequency: 48 ns DCQut: 4pin, DC11V to 17V, Max. 1A 
Optical Filter: =a 5600K+1/8ND, 5600K, Quantization: 16 bits/sample eprane Steres irri jackie) 
+1/64ND Frequency Response: 20 Hz to 20 kHz, +1.0/-1.0 dB ; = 
SIN Ratio: 62 dB (standard) LENS: 12-pin 
Horizontal Resolution: 800 lines (center) _ 6-pin, Camera Remote 
Registration: Legs than 0.03% (all zones, without lens) MiSs reve 25-pin, D-sub female 
Gain: O/+3/+6/+9/+12/+15/+18/+21/+24/+30/+36 dB * The specifications given above were measured by playing back tapes recorded by 
Optical System: 1.4 prism system rode hiadiondsel nplicadlic am 
Lens Mount: 1/2" bayonet mount Specifications are subject to change without notice. 


These products may be subject to export regulations. 


Panasonic 


PANASONIC BROADCAST & TELEVISION SYSTEMS COMPANY 
DIVISION OF MATSUSHITA ELECTRIC CORPORATION OF AMERICA 
www.panasonic.com/broadcast 


Executive Office: 3330 Cahuenga Blvd W., Los Angeles, CA 90068 
(323) 436-3500 
One Panasonic Way 4E-7, Secaucus, NJ 07094 
(201) 348-7621 
1707 N Randall Road E1-C-1, Elgin, IL 60123 
(847) 468-5200 
3330 Cahuenga Blvd W., Los Angeles, CA 90068 
(323) 436-3608 
Government Marketing Department: 

52 West Gude Drive, Rockville, MD 20850 

(301) 738-3840 
Broadcast PARTS INFORMATION & ORDERING: 
8:00 a.m. — 5:00 p.m. (PST) (800) 334-4881 
24 Hr. Fax (800) 334-4880 
Emergency after hour parts orders (800) 334-4881 
(DVCPRO - D3 - D5 - MIl - NEWSBYTE) 
Emergency 24 Hour Service (800) 222-0741 


EASTERN ZONE: 
Central Region: 


WESTERN ZONE: 


TECHNICAL SUPPORT: 


Panasonic Canada Inc. 
5770 Ambler Drive, Mississauga, Ontario L4W 2T3 (905) 624-5010 
www.panasonic.ca e-mail: broadcast@panasonic.ca 
Panasonic Sales Company 
(Division of Matsushita Electric of Puerto Rico Inc.) 
San Gabriel Industrial Park, 65th Infantry Ave., Km. 9.5, Carolina, 
Puerto Rico 00630 (787) 750-4300 00630 (787) 750-4300 
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Matsushita Electric Industrial Co., Ltd. 
Systems Business Group 


2-15 Matsuba-cho, Kadoma, Osaka, 571-8503 Japan 


Tel. 81-6-6905-4650 Fax. 81-6-6908-5969 
www.panasonic.co.jp/bsd 


Panasonic Systems Sales Taiwan Co.,Ltd. 


5F, 2 Sec. 5 Hsin | Road Taipei, Taiwan, R.O.C 
Tel. 886-2-2725-9100 Fax. 886-2-2725-9291 


DaeHeung Multimedia Communication Corp. 
4th Fl, Kyobo Securities Bldg., 26-4, Youngdungpo-Gu, 


Seoul, Korea 

Tel. 82-2-784-0245 Fax. 82-2-784-0109 
Broadcast and Communication Company of Asia, Inc. 
R-1902A Tektite Tower II Exchange Road Ortigas Center Posig 
City, Philippines 

Tel. 63-2-633-6162 Fax. 63-2-631-1861 
Panasonic de Mexico, S.A. de C.V. 
Tel. 52-5-488-1000 Fax. 52-5-488-1059 
Panasonic Latin America S.A. 


(Caribe,Centro America, Venezuela, Colombia, Ecuador, Bolivia, 


Uruguay, Paraguay, Chile) 

Tel. 507-229-2955 Fax. 507-229-2536 
Panasonic del Peru S.A. 

Tel. 51-1-451-3638 Fax. 51-1-452-9415 
Panasonic do Brasil Ltda 

Tel. 55-11-3889-4035 Fax. 55-11-3889-4004 
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